
ICT  TECHNICALS 

Slow Set 

All Innovative Concrete Technology Corp. products are manufactured with the finest raw materials. Shelf life is 2 years from the date of manufacturing when 

maintained in protected storage of 50°F to 90°F. It is the applicator’s responsibility to determine the appropriate use of the product. All recommendations and 

suggestions are made without warranty, express or implied, since conditions of use are beyond ICT’s control. ICT Corp. disclaims any liability incurred in con-

nection with the use of these data or suggestions. 

(Liquid Retarder) 
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DESCRIPTION: 

ICT’s Slow Set is a liquid, cement additive to increase the work time of cementitious products. Temperatures of 85°F and higher can accelerate the 

set-up time of the decking mixtures in the bucket or hopper gun. With the addition of Slow Set, open times can be increased. 

 

FEATURES & BENEFITS: 

Features: 

 Slows set time  

 Pre-packaged container 

Benefits: 

 Increase working time 

 Easy to use 

 

INSTRUCTIONS: 

Mix 3 to 4 ounces of Slow Set with mixed batch of ICT Resin and Deck Mix. Let mix sit for 3 to 5 minutes, then slowly remix with clean drill.    

DO NOT exceed 6 ounces of  Slow Set in a mix. 
 

PACKAGING: 

12 ounce bottles 

1 gallon containers (4 1-gal. per case / 40 cases per pallet) 

5 gallon pails (36 pails per pallet) 

 

LIMITATIONS: 

DO NOT apply in threatening weather. Allow 24 hours of dry time before final application of color or color sealer. DO NOT use in base (skim) 

coat application. 

 

PRECAUTIONS: 

 Keep from freezing 

 Avoid contact with skin and eyes. Flush affected area thoroughly with water 

 DO NOT ingest. If ingested, induce vomiting. 

 Keep out of reach of children 
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CHARACTERISTICS AND TECHNICAL DATA 

 

Appearance…  Transparent green 

Clean-up…  Soap and water 

Boiling point…  212°F 

Solubility in H2O…  Dilutable 

Solids by weight…  25% 

pH…  8 


